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TRAFFIC CONES SHALL BE PREDOMINATELY ORANGE IN COLOR. SHAPES, WHICH PROVIDE THE SAME VISIBILITY AS A 18" DIAMETER ROUND
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Y BASE 1. TYPE 3 SHALL NOT BE PLACED ON CURVES WITH RADII LESS THAN 1900 FEET. DETAIL A
BREAKAWAY BARRICADES R R KK WHEN BALLAST IS REQUIRED BY THE ENGINEER, SAND SHALL BE USED. THE 2. REINFORCING SHOWN IS THE MIN. REQUIRED. ADDITIONAL REINFORCING NECESSARY FOR
14" MIN MAXIMUM WEIGHT OF THE BALLAST SHALL BE 50 LBS. AND BE LOCATED HANDLING SHALL BE THE OPTION AND RESPONSIBILITY OF THE CONTRACTOR. 21"
NT.S. : APPROXIMATELY AT GROUND LEVEL. 3. THE CONTRACTOR MAY MODIFY TYPE 1 (20' LENGTH ONLY) AND TYPE 2 SO AS TO PERMIT 21" < =
TRAFFIC CONES A TPE I, NG :
4. STYROFOAM SHALL BE A CLOSED CELL POLYSTYRENE FOAM. )
THE BASE AND UPRIGHT SHALL BE 3 1/2" DIA. ROTATIONALLY MOLDED NT.S. DRUMS 5. BOLTS AND NUTS SHALL CONFORM TO ASTM A307. 2
POLYETHYLENE PLASTIC CONFORMING TO ASTM D 1248-ll A3-E4. S 6. THE CONTRACTOR MAY USE A DIFFERENT INTERLOCK THAN THAT SHOWN IF APPROVED BY /2"
THE BRACE SHALL BE 1 3/4" DIA. EXTRUDED POLYETHYLENE PLASTIC BASES MAY BE OF BREAKAWAY BALLASTED TYPE. N.T.S. THE ENGINEER. HOWEVER, THE STATE MAY REQUIRE THAT FULL SCALE CRASH TESTS BE SIDE_VIEW TOP VIEW
. PERFORMED TO CONFIRM ADEQUACY OF A DIFFERENT INTERLOCK.
ggﬁgmé;N?Pﬁgg éﬁfﬂ' Ié\; WHITE AND SHALL BE ULTRA MINOR MANUFAGTURER'S VARIATIONS MAY BE ACCEFTABLE 9 A9
- UPON APPROVAL OF THE ENGINEER. A7 BAR
VIOLET LIGHT STABILIZED.
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